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NOTES

1. TOPOGRAPHIC INFORMATION WAS PROVIDED BY GEOSPATIAL DATA INC. CONTRACTOR SHALL
FIELD VERIFY TOPOGRAPHIC SURVEY PRIOR TO CONSTRUCTION. IF A CONFLICT EXISTS,
< ~ O\ , - ~— T~ \ , o NOTIFY ENGINEER IMMEDIATELY.
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. 0 : ' ‘ ' ' YEAR MAJOR STORM EVENT, STRUCTURES SHALL EITHER BE:
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DEVELOPMENT. IF THE STRUCTURE(S) ARE LOCATED SUCH THAT THERE IS A QUESTION AS TO
WHICH ELEVATION IS TO BE USED, THE HIGHER ELEVATION WILL GOVERN. THESE
CERTIFICATIONS WILL NOT BE PROVIDED BY THE CITY OF CANYON.

5. DRIVEWAY CULVERTS SHALL BE SIZED AS SHOWN OR CAN BE CONCRETE DIP DRIVES THAT
MATCH THE PROPOSED DITCH SECTION AT EACH RESPECTIVE LOCATION.

6. FINISHED FLOOR ELEVATIONS AND DRIVEWAY CULVERTS FOR NON-SINGLE FAMILY
RESIDENTIAL LOTS SHALL BE DETERMINED BY DESIGN PROFESSIONAL AT TIME OF
DEVELOPMENT. DRIVEWAY CULVERTS WILL BE REQUIRED TO HAVE CONCRETE SAFETY END
TREATMENTS WITH 4:1 MITER, MAXIMUM SLOPE. SEE DETAIL ON SHEET 14 - 15. IF THE DITCH
SECTIONS AT CERTAIN LOTS ARE TO SHALLOW TO ALLOW FOR CULVERT INSTALLATION. THEN
CONCRETE "LOW WATER CROSSING" TYPE DRIVEWAYS WILL BE ALLOWED. DRIVEWAY
LONGITUDINAL GRADES SHOULD NOT EXCEED A 10% MAXIMUM SLOPE.

7.  ALL FINISHED FLOOR ELEVATION AREAS SHOWN ARE BASED ON A 50' FRONT OFFSET FROM
ROW, 10" SIDE OFFSET, 20' OFFSET ON STREET SIDE FROM THE ROW, & A 10' OFFSET IN THE
REAR UNLESS OTHERWISE SHOWN.

RANGER DRIVE
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8. BUILDER IS RESPONSIBLE FOR FINAL GRADING OF LOTS SO THAT POSITIVE DRAINAGE IS
ACHIEVED AWAY FROM STRUCTURES TO ADJACENT DRAINAGE EASEMENTS &/OR

RIGHT-OF-WAY.
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NOTES

1. PRIVATE DRAINAGE EASEMENT SWALES SHALL BE 6" MINIMUM DEPTH AND FOLLOW NATURAL
GRADE ALONG CENTERLINE OF EASEMENT OR AT A MINIMUM OF 0.2%.
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